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Model 3CXS-2536C

A CORE SHREDDER FOR CORRUGATED AND 
PAPERBOARD PLANTS

Top Performance

The BloApCo core shredder is designed to efficiently and 

economically shred paper cores of varying lengths into baleable 

pieces that are easy to convey via a pneumatic scrap removal 

system. It utilizes the same proven, ultimate-performance 

shredder design that BloApCo has provided to various industry 

segments for multiple generations.

Pierce-and-Tear Shredding

BloApCo’s patented Pierce-and-Tear shredding action pulls 

material into the shredder and rips it apart. This smooth tearing 

action causes less system wear, requiring less maintenance than 

competing shearing and cutting style shredders.

Lower Energy and Operational Costs

The ripper wheels are bolted in halves and keyed to adjacent 

wheels forming a spiral pattern along the shaft. The design 

spreads impact over the entire shaft, producing shredding action 

with more capacity using less horsepower. Energy costs are 

significantly lower than any other waste reduction method.

The three counter-rotating low RPM shafts greatly reduce impact 

loading to the drive system. There are no knives to keep sharp. 

The ductile cast iron ripper wheels never need sharpening. 

Shaft Speeds of 20 to 70 RPM Increase Safety and 
Reduce Noise and Dust

The three shafts of the BloApCo core shredder operate in a 

speed range of 20 to 70 RPM. Other shredders turn at several 

hundred RPM. Pulling material apart at low speeds minimizes 

dust and greatly reduces machine noise. BloApCo core shredders 

operate at noise levels below 80 db without sound enclosures.

 

CORE SHREDDER

CAPABILITIES
Materials 

Paper cores of varying lengths from  
4 to 6 inch ID; and 3/8 to 1/2 inch wall

Speed 
Shreds cores in under 10 seconds

Volume 

Can shred several thousand pounds of cores 

per hour, depending on wall thickness.

Low Horsepower 
25HP motor standard; 30HP motor optional.

Rotor Speed 
20 to 70 RPM

FEATURES / LOW RPM DESIGN
• 		Low noise: The high torque, low speed 

operation combined with pierce-and-tear 
shredding make the BloApCo core shredder  
the quietest available, with an operating level 
below 80 db. Can be conveniently located 
anywhere in the manufacturing area.

• 		Less dust: Slow speed pierce-and-tear 
shredding produces virtually no dust.  
Any dust that results is contained within the 
shredder and captured by the air system.

• 		No knives: Durable, cast-iron ripper wheels 
never need sharpening.

• 		Engineered to ensure operator safety:  
Low RPM protects against fire hazards and 
catastrophic failures.

• 		Auto jog reverse: The shredder automatically 
stops and reverses to clear any material jams.

• 		Controls are contained in a NEMA 12 
enclosure, prewired to the shredder for  
easy installation.

OPTIONS
• 		UL approved control panel.

• 		Pneumatic material discharge with  
BloApCo material handling fan.  
Air requirement: 14 inch duct, 5600 CFM.

• 		Conveyor infeed.

• 		Gravity discharge onto a conveyor.

Pierce-and-Tear shredding action.  
No knives to keep sharp.
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Dimensions Model 3CXS-2536C

For more information about this model, visit www.bloapco.com/core-shredders
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